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Amendment to the Specification: 

Please amend the paragraph [0022] on page 6 of the Specification as follows: 

[0022] The drive device 12, 13, 14 provides an exemplary embodiment of what is referred to 
herein as a drive means, an arrangement which drives the stapler head 3 downward in the 
direction indicated by the double arrow A and into abutment with the workpiece 16, whereupon 
the stapler head comes into contact with the feed device 6. The staple-former 1 1 and the driver 
blade 10 remain in the positions shown in Figure 3 during this time. The drive device 12, 13, 14 
thereafter continues driving the staple-former 1 1 downward in the direction of the double arrow 
A. In the course of this downward motion, the bending surfaces 24 and 26 strike the staple 
blank, which is bent over the bending die 1_544 and as is depicted in Figure 6. The driver blade 
simultaneously drives the staple 17 downward into the workpiece 16; but this is not shown in 
Figure 6. The downward motion continues thereafter through the position shown in Figure 7 
and, in this position, the staple blank 8 has been bent further and the stamping surface 29 has 
come into contact with the crown portion 20 of the staple blank 8. The downward motion is 
completed once the staple-former reaches the position shown in Figure 8 and, in this position, 
the staple-former has been driven far enough downward that the stamping surface 29 presses the 
crown portion 20 of the staple blank against the support surface 21 of the bending die, 
whereupon the staple blank is formed into staple shape. 
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